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QUOTATION FOR LIGHT 
 

ചെട്ടികുളങ്ങര ദേവീ ദേത്രത്തിൽ 41 േിവസം 
(2019 ഡിസംബർ 1 മുതൽ 2020 ജനുവരി 10 വരര) 
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CXnt\mSv A\p_Ôn¨v  Xmsg¸dbp¶ C\§Ä {]Imcw aXvkc kz`mhapÅ koÂUv 

Izt«j³ £Wn¡p¶p. 

 

Izt«j³ Ahkm\ XobXn : HIvtSm_À 25 sshIn«v 5 aWn 

 

DETAILED REQUIREMENTS OF QUOTATION FOR LIGHT ARRANGEMENTS 
 

VENUE ‒ 1 
 

*Side of the pandal LED MH 100 Watts - 20 nos 

*Top of the panda LED MH 100 Watts. - 10 nos 

*Entrance MH. - 4 nos 

VENUE -2 

*CFL 80 Watts. - 4 nos 

*LED MH from front -  2 nos 

VENUE -3 

*CFL 80 Watts. - 4 nos 

*Illumination from the mandapom 

General lights 

*MH. – 20 nos 

*Illumination lights – 2 lacks nos ( Sevapandal, Kalathatt, 

Ganapathy Ambalam, Mandapam, Kanikyavanji, Valiya 

ambalam, Saraswathy Mandapam, Convention Office, 



Dewaswom Office , Koovalam , Aalu, Chempakam) 

*Illumination figure – 4 nos 

*Design Board. – 12 nos 

*Proper light for the office food pandal,cooking hall 

*Aarch designs. – 8 nos (LED Belt) 

OUT TUBE SET 

Temple to North. – Thattarambalam . Jn Temple to South. – 

Bhagavathypady . Jn Temple to West – Vadakethundam . Jn 

Temple to East. - Aalthara . Jn 

*Tubes should be placed 60 mtrs each. 

*Tube set for each pocket road of the temple. 

*West side of the temple illumination Gopuram – 1 no 

*Generator for this lightings. - 125 KVA 

*A Proffessional Electrician will be there for the entire 

programme.. 
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sNbÀam³/P\dÂ I¬ho\À  

P\dÂ I½nän, 

{io alm`mcXw, XXzkao£ þA´mcmjv{S kmwkvImcntImXvkhw 

sN«nIpf§c  tZho t£{Xw 690 106 

 

കൂടുതൽ വിവരങ്ങൾക്ക ്: 

NB :- KpWta∙bpw, Øm]\¯nsâ hnizmkyXbpw 

]cntim[n¡phm\pÅ A[nImcw P\dÂ I½änbnÂ \n£n]vXambn-

cn¡pw. 
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